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光场相机原理及产品介绍
普通相机的工作原理和肉眼差不多，前面的镜头可以收集来自前方的光线，然后通过传感器上的光圈（单反相机上的硅胶套或眼睛里的视网膜）。为了聚焦眼睛或普通照相机，你通过不同方式调整镜头，以捕捉来自不同方向的光线，将其收集到传感器中。通过这种方式拍摄影像的局限在于，所拍摄的图像只能有一个焦点。
Lytro（光场相机制造厂家）的技术之一就是在相机传感器前面布有大量微镜头。你可以把它们想象成苍蝇眼睛上的数千个微型镜头。其中的物理学和数学知识有点复杂，但最后的结果是这样的：相机传感器记录下的不是单一的图像（由镜头、光圈等设置决定），Lytro相机可以用复杂的方式记录下来自前方场景各个部位的光线，而不仅仅是普通相机那样只能记下聚焦范围中的光线。然后Lytro软件会对图像进行处理。因为这个系统可以捕捉有关场景光线方向的信息，因此它可以“聚焦”照片中的任何深度。镜头还可以捕捉弱光环境下的光线。网站：https://www.lytro.com/。
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图示鼠标处为聚焦点。光场相机拍摄获取的影像为lfp格式交互式活动影像（interactive living pictures），用鼠标点击该影像的任何部位，影像能聚焦于该处。
图像网站：https://www.lytro.com/living-pictures/1692 
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Lytro 相机功能
Lytro相机能让你以从未有过的方式拍照。与传统相机只捕获单一光线平面不同，Lytro相机能捕获视场内所有光线，也就是空间内所有点位任何传输方向的光线。
瞬间捕获任何东西。只需按键一次就能捕获活动图像（living pictures）。通过瞬间捕获全部光场数据，Lytro相机能给你全新的单个相机所不具备的能力。
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事后聚焦。由于你将捕获色彩，亮度及所有光线的方向，你能体验光场相机的第一个重要功能：事后聚焦。能在图像上的任何地方反复聚焦。你能在拍摄完成后的任何时候进行聚焦。事后聚焦意味着不需要自动聚焦马达。没有自动聚焦马达也就意味着不需要曝光延迟。这样就能在你想获取影像的瞬间获取影像，而不像曝光延迟相机那样拍摄。
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相机参数：
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	Price
价格
	$499 
499美元
	$399 
399美元
	$399 

399美元

	Color
颜色
	Red Hot
红色
	Graphite
灰色
	Electric Blue 

蓝色

	Storage
存储
	750 Pictures
 750幅
	350 Pictures
 350幅
	350 Pictures 

350幅

	Model
模式
	16GB Light Field Camera
16G 光场相机
	8GB Light Field Camera
8G 光场相机
	8GB Light Field Camera
8G 光场相机

	Storage Type
存储方式
	Internal flash drive.
内部闪存

	Technology
技术
	Lytro Light Field Sensor and Lytro Light Field Engine 1.0.
Lytro光场传感器和Lytro光场引擎1.0

	Lens
镜头
	8x optical zoom; Constant f/2 lens.
8倍光学变焦；固定f/2光圈镜头

	Controls
控制
	Power button: Shutter button; Zoom slider; Touchscreen.
电源键：曝光键；变焦滑动条；触屏

	Display
显示
	1.46 in | 33 mm back-lit LCD display with glass touchscreen.
1.46英寸|33mm LCD触摸显示屏

	Exposure
曝光
	Tap on touchscreen to set exposure.
用触屏设置曝光

	Battery
电池
	Long-life Li-Ion internal battery.
长寿命内置锂离子电池

	File Output
文件输出
	Light field picture file (.lfp).
光场图像文件(.lfp)

	Light Field Resolution
光场分辨率
	11 Megarays: the number of light rays captured by the light field sensor.
1100万：由光场传感器捕获的光线数量

	Software
软件
	Includes a free desktop application for importing, processing and interacting with living pictures from the camera. It is built for Mac OS and requires Mac OS X 10.6 or higher. A Windows application is in development.
包括免费桌面应用程序，能导入、处理及交互相机捕获的活动影像。为Mac OS系统开发，系统版本要求Mac OS X 10.6或更高。Window版本应用程序开发中。

	Picture Output
影像输出
	Produces HD-quality interactive, living pictures.
生成高分辨率可交互的活动影像。

	Picture Storage
影像存储
	Free storage for living pictures on Lytro.com, subject to the Terms of Use. (Internet access required)
可免费存储于Lytro.com网站上。

	Picture Viewing
影像浏览
	View and interact with living pictures on the Lytro camera as well as any internet-connected computer, smartphone or tablet supported.
能在可联网的计算机，智能手机或平板电脑上对活动影像进行浏览和交互操作，操作方式与在Lytro相机操作一样。

	Light Field Engine
光场引擎
	Version 1.0. This is the software that processes light fields to produce interactive pictures. Keep watching this space!
版本为1.0.这是将光场处理成交互式图像的软件。

	Shell
外壳
	Ultra-light anodized aluminum structural skin.
超轻特制铝材料外壳

	Grip
手持部分
	Silicone Rubber.
硅胶材料

	E-waste
电子废物
	RoHS certified.
RoHS认证

	Weight
重量
	7.55 oz | 214 g
214g

	Dimensions
尺寸
	1.61 in x 1.61 in x 4.41 in | 41 mm x 41 mm x 112 mm
41 mm x 41 mm x 112 mm

	Included
包装详单
	Lytro Light Field Camera; Lens cap; Cleaner Cloth; Wrist Strap; 3.28 ft | 1 m Micro-USB cable for data transfer and charging.
Lytro光场相机；镜头盖；清洁布；腕带；1m Micro-USB线（充电及数据传输）

	Optional Accessories
可选配件
	Fast charger; Replacement lens cap. (Separate purchase required)
快速充电器；可替换镜头盖。（需单独购买）



